ADDENDUM 2

PROJECT NO: #080-235136 / J20221416.000 DATE: 4/4/2023

PROJECT DESCRIPTION: Wayne State Tennis Court Renovations

ADDENDUM NO: 1

RE: Addendum 1

TO: PROSPECTIVE BIDDERS

This Addendum forms part of the Contract Documents and modifies the original Bidding Documents dated 4/4/2023. Acknowledge receipt of this Addendum in the space provided on the Bid Form. Failure to do so may subject the Bidder to disqualification.

ITEM NO. 1 – Updated Drawings
Drawings have been updated and are issued as summarized below. Remove the following drawings as previously issued and replace with the following revised drawings. All revised drawings are attached to this Addendum.

<table>
<thead>
<tr>
<th>Dwg No.</th>
<th>Drawing Title</th>
<th>Reason for Revision (Highlights)</th>
</tr>
</thead>
<tbody>
<tr>
<td>G-001</td>
<td>Title Sheet</td>
<td>• Updated Table of Contents to include alternate site plan</td>
</tr>
<tr>
<td></td>
<td></td>
<td>• Updated issuance listing</td>
</tr>
<tr>
<td>C-100</td>
<td>Striping Plan</td>
<td>• Pickleball court placement adjusted with additional fencing between courts</td>
</tr>
<tr>
<td>C-101</td>
<td>Site Plan</td>
<td>• Additional fencing between pickleball courts</td>
</tr>
<tr>
<td></td>
<td></td>
<td>• Adjusted fence gate layout and walkway in the NW corner to be concrete</td>
</tr>
<tr>
<td>C-101A</td>
<td>Site Plan Alternate</td>
<td>• Added concrete viewing plaza in place of one of the courts</td>
</tr>
<tr>
<td></td>
<td></td>
<td>• Added fencing in viewing plaza along with 24’x60’ shade structure</td>
</tr>
<tr>
<td></td>
<td></td>
<td>• Additional ADA accessible path to the new viewing plaza</td>
</tr>
<tr>
<td></td>
<td></td>
<td>• Revised grading of the berm seating in the South</td>
</tr>
<tr>
<td></td>
<td></td>
<td>• Additional dog-house catch basin near viewing plaza</td>
</tr>
<tr>
<td>Code</td>
<td>Description</td>
<td>Notes</td>
</tr>
<tr>
<td>--------</td>
<td>---------------------------</td>
<td>----------------------------------------------------------------------</td>
</tr>
<tr>
<td>C-102</td>
<td>Utility and Grading Plan</td>
<td>• Updated grading in NW corner for new pavement limits</td>
</tr>
<tr>
<td>C-802</td>
<td>Fence Details</td>
<td>• Added notes and callouts for the 3’-6” fencing</td>
</tr>
<tr>
<td>C-804</td>
<td>Civil Details</td>
<td>• Added concrete detail for the viewing concourse</td>
</tr>
<tr>
<td>C-806</td>
<td>Shade Structure Detail</td>
<td>• Shade structure cut-sheet added to details sheet</td>
</tr>
</tbody>
</table>

END OF ADDENDUM
WAYNE STATE UNIVERSITY

MATTHAEI TENNIS COURT RENOVATIONS
5401 JOHN C. LODGE SERVICE DR, DETROIT, MI 48202

ISSUED FOR: ADDENDUM 1
04/04/2023
WSU PROJECT #080-353136
NOTES:

1. SHADE STRUCTURE FOOTPRINT AND SHADE DESIGN INFORMATION DEPICT THE GENERAL LOCATION AND SIZE OF THE SHADE STRUCTURE. THE EXACT SHADE STRUCTURE FOOTPRINT AND SHAPE WILL BE DETERMINED BY THE CONTRACTOR.

2. SCALE OF DRAWINGS IS 1/8" = 1'-0". DRAWINGS SHOWN ARE NOT TO SCALE BUT ARE FOR PROGRESS REPORTS.

3. ALL FENCES SHOWN ON DRAWING NO. 2 ARE FOR PROGRESS REPORTS.

4. CATCH BASIN TO BE CENTERED BETWEEN BUILDING AND EDGE OF BUILDING AND EDGE OF FENCE.

5. ADJUST CATCH BASIN TO GRADE.

6. BASIS OF DESIGN:
   - SHADE STRUCTURE
   - FENCING
   - SURFACES
   - DRAINAGE

7. ALL CONCRETE WORK TO BE PERFORMED IN ACCORDANCE WITH THE CITY OF DETROIT BUILDING CODE.

8. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

9. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

10. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

11. NOT TO SCALE.

12. CLIENT PROJ NO. (5,800 SF)

13. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

14. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

15. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

16. NOT TO SCALE.

17. CLIENT PROJ NO. (3,000 SF)

18. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

19. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

20. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

21. NOT TO SCALE.

22. CLIENT PROJ NO. (1,200 SF)

23. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

24. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

25. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

26. NOT TO SCALE.

27. CLIENT PROJ NO. (2,400 SF)

28. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

29. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

30. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

31. NOT TO SCALE.

32. CLIENT PROJ NO. (3,400 SF)

33. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

34. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

35. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

36. NOT TO SCALE.

37. CLIENT PROJ NO. (1,200 SF)

38. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

39. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

40. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

41. NOT TO SCALE.

42. CLIENT PROJ NO. (2,400 SF)

43. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

44. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

45. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

46. NOT TO SCALE.

47. CLIENT PROJ NO. (3,000 SF)

48. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

49. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

50. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

51. NOT TO SCALE.

52. CLIENT PROJ NO. (2,500 SF)

53. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

54. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

55. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

56. NOT TO SCALE.

57. CLIENT PROJ NO. (1,500 SF)

58. CONTRACTOR SHALL SUBMIT DRAWING NO. FOR FOUNDATION WORK.

59. ALL HOOKS AND EYES TO BE CLIP-ON TYPE.

60. DRAWING STRAP TO BE APPLIED TO DRAWINGS TO BE CENTERED BETWEEN BUILDING AND EDGE OF FENCE.

61. NOT TO SCALE.
**1. Double Leaf Gate Detail**

- Line Post Cap (TYP.)
- 3" Holes (1/2" for Chain Link)
- 3" Pipe Railing
- Top Rail
- Post Cap (TYP.)
- END & CORNER POST

**2. Single Leaf Gate Detail**

- Line Post
- Tension Bar
- 2" STD Pipe @ Ends (12' H)
- 2" STD Pipe @ Ends (6' H)
- Flood Post Cap (TYP.)
- CONCRETE TO BE 2,000 PSI 28 DAY STRENGTH

**3. Typical Fence Detail**

- Line Post Cap (TYP.)
- Tie Wire 12" OC, On All Rails
- Top Rail
- Post Cap (TYP.)
- Tie Wire 12" OC, On All Rains
- Top Rail
- Post Cap (TYP.)

**4. Fence Demolition Detail and PR Fence Placement**

- FENCE DETAIL
- AND PR FENCE PLACEMENT
- NOTES:
- PROVIDE SHOP DRAWINGS FOR ALL FENCES.
- PROVIDE SHOP DRAWINGS FOR ALL PERIODS.
- CONCRETE TO BE BLACK, VINYL COATED.
- ALL COMPONENTS TO BE BLACK, VINYL COATED.
- REFERENCES THE LAYOUT PLAN FOR CONDITIONS UNDER FENCE.
- FENCE POSTS AND RAILS TO BE SCHEDULED AS PIPE, GALVANIZED.
- FENCE DESIGNED FOR WINDSCREEN WITH BLACK VINYL COATED.
- REFER TO LAYOUT PLAN FOR LOCATIONS OF VARYING FENCE HEIGHTS.
- TOP AND BOTTOM RAILS TO BE BLACK, VINYL COATED.
- HANG VINYL COATED POLYESTER MESH WINDSCREEN FABRIC, BLUE IN COLOR, ON ALL POSTS AND TOP RAILS.
- PROVIDE SHOP DRAWINGS FOR ALL FENCES.