EXISTING CHAIN LINK FENCE TO REMAIN, PROTECT AS NEEDED. CUT NEW GATES AND OPENINGS. PROVIDE NEW POSTS AND GATES AS NEEDED.

12" MAINTENANCE STRIP TYP.

FENCE OPENING

6' CHAIN LINK FENCE TYP.

C.O.

APPROXIMATE LOCATION OF EXISTING ELECTRICAL, SEE SHEET E-2

SPILL STORM ONTO GRADE PROVIDE 36" LONG CONCRETE SPLASH BLOCK

UNDERGROUND WORK CLOUDED NOT REQUIRED.

6' HT. SINGLE GATE - CHAIN LINK

MATCH EXISTING INFIELD MIX TYP.

RE ROUTE EXISTING IRRIGATION FROM BELOW THE BUILDING

125' LIT 4" SCH 40 PVC @ 2"/100

188' LIT 4" SCH 40 PVC 2%/100

SANITARY LINE PART OF ALTERNATE #1

CONTRACTOR TO INSTALL 6' TALL TEMPORARY CHAIN LINK CONSTRUCTION FENCE, TYP.

LEGEND

PROJECT LIMIT

INFIELD MIX

LAWN

CONCRETE PAVEMENT

EXPANSION JOINT

WAYNE STATE UNIVERSITY

5454 CASS AVE

DETROIT, MI 48202

Client:

WAYNE STATE UNIVERSITY

FP&M

5454 CASS AVE

DETROIT, MI 48202

Register Seal

CIVIL ENGINEER

Consultant

Strumski

30903 Niv

Farmington

P 248 955

STRUCTURAL ENGINEER

Consultant

Hill Engine

220 Bogent

Detroit, MI

P 313 963

Sheet E-2, Repair any lawn disturbed during installation

C.O.

LAWN

146.72 +/- MATCH EX.

146.55 +/- MATCH EX.

4" CONCRETE PAVEMENT TYP UND

HITCHED SHEET OUTSIDE PROJECT LIMIT LINE BESIDE (NB)