NOTES:
1.5' VERTICAL CLEARANCE MUST BE PROVIDED BETWEEN NEW FACILITIES AND EXISTING/PROPOSED DWSD AND MDOT SEWER PIPES

MDOT GENERALLY REQUIRES 60' COVER FROM GRADE TO TOP OF CONDUIT

DISCLAIMER THIS INFORMATION IS PROVIDED FOR REFERENCE ONLY AND DOES NOT RELIEVE THE Recipient OR ANY CONTRACTOR OF THE RESPONSIBILITY TO VERIFY THE LOCATION OF EXISTING UTILITIES. NEITHER WSU, HTBs, M-1 NOR MDOT Guarantee accuracy OF THE DATA SHOWN. ANY DAMAGE CAUSED TO EXISTING UTILITIES DURING INSTALLATION OF WSU CONDUIT MUST be REPAIRED AT THE CONTRACTOR'S EXPENSE.
M-1 STA 5117+00 TO STA 5122+00

1. SEE DRAWING SHEET AND NOTICE TO DESIGNER (ETC) FOR COMPLETE INFORMATION

<table>
<thead>
<tr>
<th>Station</th>
<th>Bases</th>
<th>Surface Conc.</th>
<th>Ditch Conc.</th>
<th>Gravel</th>
<th>Aggregate Base 4&quot;</th>
<th>Sidewalk Conc. 9&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>STA 5121+09</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
</tr>
<tr>
<td>STA 5121+91.48</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
</tr>
<tr>
<td>STA 5119+09.34</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
</tr>
<tr>
<td>STA 5118+28.27</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
<td>H</td>
</tr>
</tbody>
</table>

# Construction Sheet

**Section 1** M-1 STA 5117+00 TO STA 5122+00

**CAD:** 343

**UMDOT:** M1Rail

**Plot Date:** 02/14/2014

**Project:** I-435

**Construction:** M-1 STA 5117+00 TO STA 5122+00

**File:** D0737707

**FOR REFERENCE ONLY**