ANIMAL HOLDING MICRO-ENVIRONMENT ALARM INTERFACE

VIVARIUM WASHING EQUIPMENT ALARM INTERFACE

VIVARIUM ROOM AIRFLOW MATRIX FOR USER SELECTABLE PRESSURE RELATIONSHIPS

ANIMAL HOLDING AND PROCEDURE ROOM MONITORING REQUIREMENTS
DUCTWORK DOWNSTREAM OF A VAV/CV BOX SHALL MATCH THE BOX OUTLET (U.N.O.)

PROVIDE MINIMUM 36" CLEARANCE ON THE SIDE OF ALL TERMINAL UNITS FOR ACCESS.

PROVIDE TERMINAL UNITS WITH COIL AND CONTROLLER ON THE SAME SIDE.

COORDINATE ROUGH-IN LOCATIONS FOR ALL UTILITIES WITH THE EQUIPMENT SUPPLIER AND

CONTRACTOR FURNISHED, CONTRACTOR INSTALLED" (C.F.C.I.) = "OWNER FURNISHED, OWNER INSTALLED" (O.F.C.I.)

ALL DUCTWORK ABOVE INACCESSIBLE CEILINGS SHALL BE RIGID STEEL;

COORDINATE THE LOCATIONS AND SIZES OF ALL HOUSEKEEPING PADS.

18"x4" STAINLESS STEEL EXHAUST SURFACE MOUNTED TIGHT TO WALL. TERMINATE DUCT WITH 18"x6" GRILLE MOUNTED AT 45° WITH LOW POINT 8" ABOVE THE COUNTER. BALANCE TO 75 CFM. REFER TO DETAIL ON DRAWINGS AQ SERIES (TYP. FOR 2)

FUTURE FUME HOOD. CONTRACTOR SHALL COORDINATE TO ALLOW SPACE FOR

SPACE FOR FUTURE CANOPY HOOD EXHAUST DUCTWORK, AS INDICATED.

8"ø THRU CEILING. PROVIDE 6"x4" REDUCER TO CONNECTION TO ANIMAL MICRO-ENVIRONMENT. BALANCE TO 150 CFM (TYPICAL)

PROCEDURE

PROCEDURE

CONNECTIONS SHALL BE MADE WITH SUB DUCT CONNECTION. NO FIRE DAMPER.

12"ø THRU CEILING. PROVIDE 6"x4" REDUCER TO CONNECTION TO ANIMAL MICRO-ENVIRONMENT. BALANCE TO 500 CFM.

ANIMAL HOLDING

ANIMAL HOLDING

CONTRACT TO NEC-01. PROVIDE TRANSITION AS REQUIRED. COORDINATE WITH EQUIPMENT SUPPLIER. BALANCE TO 500 CFM.

PROCEDURE

PROCEDURE

CONTRACT TO NEC-01. PROVIDE TRANSITION AS REQUIRED. COORDINATE WITH EQUIPMENT SUPPLIER. BALANCE TO 500 CFM.